ELECTRICAL CHARACTERISTICS :-- UNITS VALUE
DIMENSIONS :- METRIC (INCH) — —
ELECTRICAL ANGLE... DEGREES | 45°5°
OUTPUT SHOULD BE 50% OF APPILED VOLTAGE @22.2 o
T CEATER POSITION e ELECTRICAL DEAD ZONE... DEGREES |5
| MOVEMENT OF STICK... DEGREES | 25-0-25
ON PCD @55 .00 7 T
COUNTER HOLE -@6.50 X 2 Deep - | g OPRATING INPUT VOLTAGE RANGE... Vdc 5+05
(romanty o ANeS 28 OUTPUT VOLTAGE... Vdc 0to5
BEZEL PLATE (28'12;86 X0079D) SPECIAL CONICAL KNOB @22.2 ‘ ‘ 214.2 ? % STANDARD INDEPENDENT
(20438 e | ' 8|2 LINEARITY TOLERANCE...(IEC 393).. +% 1.0
2|3 0
BEZEL PLATE = o RESOLUTION... % 0.025 of vdd
HOUNTING REVERSE VOLTAGE PROTECTION... vdc -12 (Breakdown at -14)
SURFACE PANEL OVER VOLTAGE... Vdc 24 Max.
RESIN CASTING s i OUTPUT CURRENT... mA 30 Max.
\jﬁﬁj/ y OUTPUT LOAD... KQ 4.7 Min. 10 TYPICAL
0.5MM SQ PVC LEAD WIRES - Zany % E SUPPLY CURRENT... mA 10 Max.
FOR CONNECTION |~
00MM 100 LENGTH D= s DIELECTRIC STRENGTH... V rms 750
a0 = INSULATION RESISTANCE... MQ 1000
' ! | (0.012)
, ; HEAT SHRINK CABLE [ S 56 PGS L6 ELECTROSTATIC DISCHARGE (ESD)... Kv 2
Bism LocK NUT JT’\ oo 0 e O ENVIRONMENTAL CHARACTERISTICS
o500 MOUNTING ERAVIE ) OPERATING TEMPERATURE... DEGREE C | -40 TO +125
2.56; -
0 o ROHS COMPLIANCE.. - YES
% PERFORMANCE...
80 31.73
70 @249 LIFE ... NO OF CYCLE | 5,000,000
it Hodis J C MATERIAL OF CONSTRUCTION:-
50 0118 ] "
0 oz ! 1z HOUSING... -- ALUMINIUM ANODIZED
% <l J¢ gl SHAFT... - STAINLESS STEEL
20
3 TERMINAL... -
g w D ANEL CUT-OUT s 0.5MM SQ PVC LEAD WIRES
S 00 255X 255
© % 180 270 360 (1.00393 X 1.00393) e MOUNTING FACILITY... - FRAME &S.S. PLATE
¢ ——45— WITH M3 CSK HOLES

OUTPUT CHARACTERISTICS GRAPH

RUBBER BOOT...

NITRIAL RUBBER...

UNI-AUTOMATION (I) PVT. LTD.
TEL / FAX :+91- (020) - 24420890

JOYSTICK CONTROLLER

MOUNTING FLANGE...

STAINLESS STEEL...
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