
ELECTRICAL  CHARACTERISTICS

Resistance element Wirewound

Standard resistance values (Ω) 100, (200,) 500,1k, 2k, 5k, 10k, 20k, 50k

Standard resistance tolerance (%) (typ. IEC 60393) ± 5

Standard linearity tolerance (%) (typ. IEC 60393) ± 0,5

Type of linearity Independent linearity

Power rating (+40°C) 2 Watt 

Electrical travel 3600° ± 10°

End resistance 0,5% or 10 ohm

Insulation resistance 500 MOhm at 500 VDC

Dielectric strength 500 VAC

MATERIAL

Housing glass fi lled thermoset plastic

Shaft brass, nickel plated

Terminals brass, tin plated

Bushing brass, nickel plated

Application: This high resolution wirewound potentiometer is suitable for fi ne set-

ting panel control, manual operatio. The R22M comes  in a rugged construction and 

a very reasonable price. Together with our multiturn dials it is an economical solution 

for many industrial applications.

Panel Controls / Multiturn-Potentiometer R22M

MECHANICAL  CHARACTERISTICS

Mechanical turns 5, 10

Mechanical angle 1800° ± 15° (5 turns), 3600 ° ± 15° (10 turns)

Torque starting (Ncm) <1

Rotational life (shaft revolutions)  (typ. IEC 60393) 100.000

Bearing type sleeve

Operating temperature (°C) -35°C to +85°C

7/8`` (22 mm) 2 Watt High-Resolution Potentiometer

Bushing Mount, Wirewound, 5 turn, 10 turn

- Wirewound, metric size 
- Electrical angle 1800° (5 turn) or 3600°(10 turn)
- 2 Watt power dissipation
- High mechanical and electrical resolution

MEGAUTO KG ∙  01156 Dresden ∙ Am Tummelsgrund 48 ∙ www.megauto.de

Tel.: +49 351 65878940 ∙ Fax: +49 351 65878949 ∙ mail: info@megauto.de

RCD22 DIAL (option)

Turns 10

Dial divisions 50 / turn

Locking locking brake

Front panel 2mm - 6mm

Shaft Ø 4mm

Fixing collet

Material metal body/plastics

ACCESSORIES

ORDERING INFORMATION

R22M 10k 10 / / RCD4

Typ Ω Turns Linearity Special Angle Special Shaft Options

051213• subject to change without notice/E & OE,  ROHS compliant product

P
le

a
s
e
 n

o
te

: 
T

h
e
 s

p
e
c
ifi 

c
a
ti
o
n
 a

n
d
 i
n
fo

rm
a
ti
o
n
 i
n
 t
h
is

 d
a
ta

s
h
e
e
t 
c
a
n
n
o
t 
c
o
n
s
id

e
r 

a
ll 

s
p
e
c
ia

l 
d
e
m

a
n
d
s
 t
h
a
t 
a
re

 c
a
u
s
e
d
 b

y
 t
h
e
 a

p
p
lic

a
ti
o
n
. 

B
e
c
a
u
s
e
 o

f 
th

is
, 

th
e
y
 a

re
 n

o
 g

e
n
e
ra

l 
d
e
s
c
ri
p
ti
o
n
 o

f 
th

e
 p

ro
-

p
e
rt

ie
s
 o

f 
th

e
 p

ro
d
u
c
t.
 M

e
g
a
u
to

 d
o
e
s
 n

o
t 
a
s
s
u
m

e
 a

n
y
 r

e
s
p
o
n
s
ib

ili
ty

 f
o
r 

d
a
m

a
g
e
s
 d

u
e
 t
o
 i
m

p
ro

p
e
r 

a
p
p
lic

a
ti
o
n
 o

f 
o
u
r 

p
ro

d
u
c
ts

. 
T

h
e

 u
s
e
r 

h
a
s
 t

o
 e

n
s
u
re

 b
y
 i
ts

 o
w

n
, 

th
a
t 

th
e
 p

ro
d
u
c
ts

 u
s
e
d
 a

re
 s

u
it
a
b
le

 
fo

r 
h
is

 a
p
p
lic

a
ti
o
n
. 
M

e
g
a
u
to

 d
o
e
s
 n

o
t 
w

a
rr

a
n
t 
th

e
 r

e
p
ro

d
u
c
ib

ili
ty

 o
f 
p
u
b
lis

h
e
d
 a

p
p
lic

a
ti
o
n
s
.

all dimensions in mm

Detailed information: www.megauto.de/rotaset
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